
SQA MODEL
Ordinary main tenance act i v i t ies



DECSA srl - Via Cappelletta, 1 Voghera (PV) 27058

W H A T  W I L L  W E  T A L K  A B O U T ?
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- Introduction to ordinary maintenance of a SQA Model

- Maintenance in an open circuit Cooling Tower

- 3 sections assembled

- Upper fan section

- Intermediate exchange section

- Lower section of water collection basin
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B A S I N  S E C T I O N  M A I N T E N A N C E

• Removal and check of air inlet grids

• Check water outlet protection filter

• Internal check of the basin

• Check for water drop from the exchange filling
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A I R  I N L E T  G R I D S  R E M O V A L
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D I R T Y  I N L E T  G R I D S
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B A S I N  S E C T I O N  I N S P E C T I O N

• Corrosion / fouling check    

• Water drop check

• Water outlet filter check
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C O R R O S I O N  /  F O U L I N G
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W A T E R  P A R A M E T E R S
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E X C H A N G E  S E C T I O N  M A I N T E N A N C E
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E X C H A N G E  S E C T I O N  M A I N T E N A N C E

• Nozzles and secondary headers check

• Exchange surface check
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F A N  S E C T I O N  M A I N T E N A N C E

• Drift eliminators removal
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• Work at altitude
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F A N  S E C T I O N  I N S P E C T I O N

• Gear box transmission

• Belt / pulley transmission 

• Direct coupling
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B E L T  T E N S I O N  C H E C K
B y  u s e  o f  t e n s i o m e t e r  
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Measure the length of the wheelbase t.

At the center of the wheelbase (t) apply a force (perpendicular to the

wheelbase) just enough to flex the belt 1.6cm every 1,000mm of

wheelbase, just to understand:

• 1.6cm every 1,000mm

• 3.2cm every 2,000mm ... etc ...

Compare the force applied with the values in the table. If it is between

the "Min" and "Max" values, the tension is correct. Otherwise we must act

to have a correct tension.
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V I B R A T I O N S  C H E C K

• Tollerance = 4,5 mm/s

• Vibrometer
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Thanks for your attention!
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Follow us on our YouTube channel
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